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PROJECT

BELCO PETROLEUM CORP.
Well location DUCK CREEK

T 9 S, R 20 E, S.L.B. 8 M. #35-/7GH, locoted os shown in
the SEI/4 SEl/4 Section 17, T 9 S,
R 20 E, S.L.B. 8 M. Uintah County,
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o o
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DUCK CREEK # 5 -/7 GR
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10 POINT PROGRAM

DUCK CREEK



10 POINT PROGRAM

l. The geological name for the surface formation is the UintaFormation of the Upper Eocene Age.

2. The estimated tops of important geological markers with depthscalculated from an estimated KB elevation of 4852' are as follows:

Green River 1825'

Total Depth 5292'

3. It is anticipated that the Green River formation may contain oil.
4. The proposed casing program for completion of this well will consistof 5 1/2" 17 # new K-55 casing; 200' of 9 5/8" 36# new K-55 surfacecasing will be run.

5. The operators minimum specifications for pressure control equipmentare as follows:

10", 3000 PSI hydraulic doublegate BOP. Pressure testsof BOP to 1000# will be made prior to drilling surfaceplug and on each trip for bit.

6. It is proposed that the hole will be drilled to the top of the Jzone of the Green River formation with 3% KCL water as necessaryin order to clean the hole. From the top of the J zone to TotalDepth it is planned to drill the well with mud. The mud systemwill be a water based, gel-chemical weighted to 10.5 ppg, or asnecessary for gas control.

7. Auxiliary equipment to be used will be a 2", 3000 PSI choke manifoldand kill line, kelly cock, stabbing valve and visual mud monitoring.
8. No coring or drill stem testing has been scheduled for this well.The logging will consist of DIL, CNL, FDC and Gamma Ray with caliper.
9. It is not anticipated that abnormal pressures or temperatures willbe encountered nor that any other abnormal hazards such as H2S gaswill be encountered in this area.

10. It is anticipated that this well will be commenced approximately
JANUARY, 1981 and that the operations will last two



13 POINT SURFACE USE PLAN

DUCK CREEK



1. EXIßTING ROADS

A. For the location of the proposed well and the existing roads,see the attached Topgraphic Maps "A" and "B". The proposedwell is located approximatelY 4½ miles South of Ouray,
Utah.

B. The proposed location is approximatelY 4¼ miles South of Ouray,Utah. To reach the location, take the county road approximately 4.3miles South of Ouray.
.

The well location and proposed accessroute are located in Section 17 Township 95, and Range 20E
Uintah County, Utah.

C. The proposed route is outlined on Topgraphic Map "B".

D. See Topographic Map "B".

E. Not applicable.

F. Access to the well site will be over existing county roads.The proposed access road will be crowned and ditched so asto accommodate rig traffic. See Topo Map "B" for dëtails ofthe access road.

2. PLANNED ACCESS ROADS

See attached Topographic Map "B".

The planned access road (total length) will be approximately 1003'feet in length and will comply with the general specifications asoutlined.

(1) The proposed.access road will be a 32 foot crown roadusable 16 feet on either side of the centerline, withdrain ditches along either side of the proposed roadwhere it is determined necessary in order to handle anyrun off from any normal weather conditions that are pre-
valent to this area.

(2) The maximum grade of the proposed access road will be4 %, but will not exceed this amount.

(3) No turnouts are planned for the length of the proposedaccess road, so that additional cut disturbance on the
proposed access can be kept to a minimum. Line of sightvision is such that turnouts are not necessary.

(4) Drainage design of the proposed·access road will avoid
unnecessary disturbance of natural runoff patterns. Drain-
age will be implemented so as not to cause siltation or
accumulation of debris.

(5) Surfacing material shall be the native borrow material fromthe cut areas and will be used to stabilize the road surface
and location. No other material for construction is antic-
ipated.

.

(6) No fences will be crossed in order to access the proposed
location; no cattle guard will be
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(7) The-road has been center-line flagged for the fùll dis-
tance of the proposed route.

3. LOCATION OF EXISTING WELLS (Within a one mile radius of this location)

(1) Water Wells- None

(2) Abandoned Wells - None I

(3) Temporarily abandoned Wells - None

(4) Disposal Wells-None

(5) Drilling wells - None

(6) Producing Wells-Five-DC 5-16, DC 6-16, DC 7-16, DC 15-16, DC 16-16.

(7) Shut in Wells -.None

(8) Injection Wells-None

(9) Monitoring Wells - None

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

A. Existing production facilities located within one mile
of the proposed well are:

(1) Tank batteries - None

(2) Production facilities - The facilities located on the pads
of the above producing oil wells on13

(3) .Oil gathering lines-none

(4) Gas gathering lines-none

(5) There are no injection lines in the area.

(6) There are no disposal lines in the area.

There are no known gas lines in the immediate area at this time.

B. The attached diagram "A" shows the proposed production facilities
that will be utilized in the event this well produces oil.
All production facilities will be kept on the pad.

Construction materials will be native borrow or cut exposed
on the site, and will be consistent with accepted oil field
standards and good engineering practices.

A three strand barbed wire fence will be constructed and main-
tained around any disposal pits during the drilling and comple-
tion phase of the well. When these pits are no longer needed
or within 90 days, they will be covered over with native
borrow material and rehabilitated to conform with the
provisions of the rehabilitation agreement of BIA
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Guard rails will be constructed around the wellheadto prevent access to livestock or wildlife

Rehabilitation of the pits is discussed above. Theremaining pad not used for producing operations willbe recontoured to conford with the natural grade andcovered with topsoil saved on the site. This areawill be reseeded as per.BIA specifications.
5. LOCATION AND TYPE OF WATER SUPPLY -

A. Water to be used to drill this well will be hauled bytruck from the White River. Access point for the waterwill be near the White River bridge in Section 4, T9S,R20E, Uintah County, Utah. Permit for this water willbe purchased from the Bureau of Indian Affairs, priorto the drilling operations.

B. Water will be hauled by truck (Liquid Transport of Duchesne,PSC # 1969) on the above described access route. Seeaccess route on Topo Map "B". No new roads or pipelineswill be needed for this purpose.

C. No water well will be drilled.
6. SOURCE OF CONSTRUCTION MATERIALS

A. All construction materials for this location site and accessroad shall be native borrow rock and soil accumulated duringthe construction. No additional road gravel or pit liningmaterials are anticipated at this time, but if they are re-quired, appropriate action will be taken to acquire them fromprivate sources after notification is given to the proper reg-ulatory agencies.

B. Items described in part "A" are from BIA regulated lands.
C. See part "A".

D. No other access roads are required other than described inItem 2.

7. METHODS OF HANDLING WASTE DISPOSAL

A. Drill cuttings, drilling fluids, salts, chemicals and producedfluids will be disposed of in the reserve pit on the locationpad.

B. See "A" above for disposal of drilling fluids.
C. See "A" above for disposal of produced water.
D. A portable chemical toilet will be provided for human wasteduring the drilling phase.

E. Garbage and other waste.matefials will be contained in a wiremesh cage and then disposed of in an approved waste disposal
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F. Immediatelyssfter the drilling rig movadoff the location,the remaining trash and garbage will be collected, and hauledaway,by truck. The reserve pit will be fenced on the openside to protect domestic animals and wildlife. This pit willbe utilized during the completion and testing phase of thewell for storage of produced fluids.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT

See attached Location Layout sheet which shows the following items:
A. Cross section of the pad showing details of the cuts and fills.

B. Location of the reserve pits, pipe racks, living facilitiesand topsoil stockpile and excess "cut" stockpile.

C. Rig orientation, parking areas and access road.
D. Pits will be lined to conserve water and will be fenced on the

fourth side at the completion of operations. Proper NTL-2B
notices will be filed if well produces water.

10. PLANS FOR RESTORATION OF SURFACE

In the event of a dry hole, pits will be allowed to dry and willthen be backfilled and waste pits will be back filled. The locationwill be restored to as near the original contour. as feasible andthen reseeded.

(1) Upon completion of the testing phase of the well, the areasnot needed for access to the well and used for producingoperations shall be filled and recontoured to blend withthe surrounding topography and the stockpiled soil redistrib-
uted over the unused disturbed area. After final pluggingand abandonment of the well, the entire disturbed areawill be contoured and topsoil spread over any previously
disturbed area.

(2) The revegetation of the drill site area and access not neededto carry on production operations will be reseeded with aseed mixture recommended by the BIA. It will be performedat a time of the year when the moisture content of the soil
is adequate for germination. The Lessee agrees that all ofthe clean up and restoration. activities shall be done in a
diligent and timely manner and in conformity with the abovementioned items 7 and 10 (1).

(3) All pits will be fenced prior to disposal of any waste materialand the open side of the reserve pit will be fenced before
removing the rig from location. The fences will be maintained
in good condition until Item (1) is started.

(4) Any oil or condensate on any temporary pit will be removed
in a timely manner. Overhead flagging or netting will



. installed on any sump pit used to handle well fluids d.uringthe producing life of the well.

(5) Restoration activities shall begin within 90 days after
- the completion of the well. Once completion activities havebegun, they shall be complet~ed

within 30 days. All wellheadand surface equipment will be painted to blend with the
environment, according to BIA specifications.

ll. OTHER INFORMATION
Topography of the general area is relatively flat rolling terrain
consisting of clay and stabilized sand dunes.

Vegetation in the area consists of four-wing saltbrush, tumbleweed,cotton horn horsebrush, spiny hop sage, curly grass, matchweed,greasewood, and a sparse population of Indian ricegrass.
Wildlife consists of reptiles, small rodents and birds.

Livestock grazing and mineral exploration are the only surface use
activities in the area. All lands involved with this locationare controlled by the BIA.

There is no water in the immediate vicinity of this location.No occupied dwellings or known archeaological or cultural sitesare in the area of this location.
12. Belco Petroleum Corporation's representative for this operation willbe Mr. J. C. Ball, District Engineer, P. O. Box X, Vernal, Utah 84078,telephone 1-801-789-0790.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision,have inspected the proposed drill site and access route; that I amfamiliar with the conditions which presently exist,that the statementsmade in this Plan are to the best of my knowledge, true and correct; andthat the work associated with the operations proposed herein will beperformed by Belco Petroleum Corporation, it's contractors and sub-
contractors in conformity with this Plan and the terms and conditionsunder which it is approved.

District
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OPERATING PLAN

WELL NAME: DUCK CREEK 35-17GR

LOCATION: Section 17, T9S, R20E
Uintah County, Utah

1. FIREARMS:

Employees of Belco Petroleum Corporation, it's contractors and sub-
contractors have been instructed not to carry firearms on the Uintahand Ouray Indian Reservation.

2. OFF ROAD TRAFFIC:

Employees of Belco Petroleum Corporation, it's contractors, and sub-
contractors have been instructed to remain only on established roadsand well sites.

3. FIREWOOD:

Employees of Belco Petroleum Corporation, it's contractors and sub-
contractors have been notified of the requirements of the Bureau ofIndian Affairs to obtain a wood permit from the Forestry Section before
gathering any wood on the Uintah and Ouray Indian Reservation.

4. RESTORATION:

All topsoil will be stripped and stockpiled. When all drilling andproduction activities end or if abandonment is required, the locationsite and access road will be reshaped to the original contour andstockpiled topsoil spread over the disturbed area. Any drainages re-
routed during the construction activities shall be restored as nearas possible to their original line of flow; Restoration activitiesshall begin when the pit is sufficiently dry. Once activities havebeen completed, the location site and access road shall be reseededwith a seed mixture recommended by the Bureau of Indian Affairs whenthe moisture content of the soil is adequate for seed germination.

51 DISPOSAL OF PRODUCED WATERS:

No produced water is anticipated. However, if water is produced,Belco Petroleum Corporation will comply will all requirements of NTL-2B.

6. SIGNS:

A sign stating the following shall be placed on the access road to thelocation site:
AUTHORIZED PERSONNEL ONLY

BELCO PETROLEUM CORPORATION
WELL IDENTIFICATION

FIREARMS ARE PROHIBITED
THIS LAND IS OWNED BY THE UINTAH

AND OURAY INDIAN RESERVATION
PERMITS TO CUT FIREWOOD MUST BE OBTAINED

FROM THE BIA FORESTRY SECTION PRIOR TO
CUTTING OR GATHERING ANY WOOD ALONG THIS ROAD.

7. RIGHTS OF WAYS:

Right-of-way and damages will be paid as per the re-survey by UintahËngineering and their affidavit of



8. PERMITS FOR WATER OR EARTH FILL:

Water for this operation will be obtained from the White River, nearthe White River bridge in Section 4, T9S, R20E. Permit for waterwill be purchased before the drilling operations commence.

9. WEED CONTROL:

Belco Petroleum Corporation will initiate a plan for controlling noxiousweeds alongside the location and road in accordance with BIA specific-
ations.

10. LITTER:

All litter will be contained in a trash cage and removed from the location
at the end of drilling and completion activities. The area will be
groomed and cleaned before removal of the cage.

11. BENCH MARKS:

A Bench Mark will be established near the well site, set in concretewith a brass cap showing the well number and the elevation of the site.

DATE: September 19, 1980 /,47

/J. C. BALL
DISTRICT
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denti ication CER/EANo. 735-80

United States Department of the Interior

Geological Survey

2000 Administration Bldg.

1745 West 1700 South -

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Belco Petroleum Corporation .

Project Type oil Well in the Duck Creek Development Field

Project Location 306' FSL & 767' .FEL i SE SE Sec. 17, T. 95, R. 20E

Well No. 35-17 GR
Lease No, U-38400

Date Project SubmÀtted September 22, 1980

FIELD INSPECTION Date Oc ober 2r 1980

Field Inspection
Participants Craig Hansep USGß - Vernal

Dale Hanburg BIA - Ft. Duchesne

Rick Schatz Belco Petroleum

Bud Pease
Dirt Contractor

Related
Environmenta19ocuments:

I have reviewed the pioposa1 in accordance with the categorical exclusion review

guidelines. This proposal would not involve any si nificant effects and, there-

fore, do nbe rrepresento an exception to t orical e clu

Date Prepared
p4iionme 'tal Scientis

I concur

Date
District Supervisor

Typing In October 8, 1980 Typing Out October 9,





CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
.(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation



l. Construct berm on east edge of the location to reduce erosion
potential to proposed location.

2. Paint production facilities a color to blend in with the natural
surroundings.

3. Adhere to present stipulations by BIA on file in the Salt Lake
City District



Memorandum

To: USGS District Engineer

Fræ: Surface Managing Agency -

Subject: Belco Petroleum Corp, , well 5- ggg

in the SEksEk.. See 17. TOS., R20E., ST,R&M

We (concur with or, recommend) approval of the Application for Permit

to Drill the subject well.

Based on available information on 10-2-80 , we have cleared the

proposed location in the following areas of environmental impact:

Yes X No Listed threatened or endangered species

Yes X No Critical wildlife habitat

Yes X No Historical or cultural resources

Yes X No Air quality aspects (to be used only if project is in

or adjacent to a Class I area of attainment)

Yes X No Other (if necessary)

Remarks:

The necessarv surface protection and rehabilitation requirements are

enclosed.



FRON: : DISTRICT GEOLOGIST. ME, SALT LAKE CITY, UTAR ·

TO : DISTRICT ENGINEER, , SALT LAKE CITY, UTAH .

SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO. ~¯ 3 Ÿ RO

OPERATOR: e c-o e-- o e- U LN - WELL NO. . 3 f~ /7 GR

LOCATION: S£ k SF k SE k see. /7 , Ÿ. 5 , R. 20 E , SW

Q . A CounÑ,
. e

1. Stratigraphy:

2. Fresh Water: -

3. Leasable Minerals:

4. Additional Logs Needed:

5. Potential Geologie Hazards:

g.C EIP
OCT2 11980

6. References and Remarks: s-GICAL

Signature: Date:
-- d d



NECATIVE DECLARATION

APPROVAL SY SECRETARY OF THE INTERIOR OF Application for Permit to

drill and oil well

TO _Beg Eet rol ei a _fo

COVERING THE FOLLOWING

DESCRIBED TRUST INDIAN LANDS IN gi COUNTY, STATE OF UTAH.

LEGAL DESCRIPTION:

SE¼SE¼., Sec. 17, T9S., R20E., SLB&M.
Located approximately 4½ miles south of Ouray, Utah.

.
OWNERSHIP

/ Surface Ute Tribe

/ Sub-Surface Non--Indian

IT HAS BEEN DETERMINED AFTF.R REVTEW OF THE ACCOMPANYING ENVIRONHENTAL ANALYSIS,

THAT THE APPROVAL OF THIS application IS NOT SUCH A MAJOR FEDERAL ACTION

SIGNTFICANTLY AFFECTTNG THE DUALITY OF THE HUMAN ENVIRONMENT AS TO REOUIRE THE

t

PREPARATTON OF AN ENVIROKMENTAL IMPACT STATEMENT UNDER SECTION 102 (2) (c) OF
f

THE NATIONAL ENVlRONMENTAL POLICY ACTION OF 1969 (42 U.S.C. § 4332 (2) (c).'

DATE SUPERINTENDENT

FY: '81-4, LEASE NO. µ_gggna
WELL NO-



HINTAH AND Ol'RAY AGENCY
ENilRONMF.NTAL IMPACT ANALYS[S

1. PROPOSED ACTION: klatrolenm en roposes to drill an well

( 35-17GR ) to, a proposed depth of 69qq feet; to construct

.
approximately (gggg, miles) of new access road; and up-

· grade approximately (ÉKKK, miles) of existing access road.

2.· LOCATION AND NATURAL SETTING: The proposed wellsite is located approximate-

ly 4½ miles south _of Ouray , Utah in the qvheyk

Sec.17 T.9S ., R. 20E, SLB.&M meridian. This area is used for

Livestock grazing and wildlif_e habifat
The topography is Eglligg hills .

The vegetation consisc of shadscale. spiny horse brush, galleffigrace,

sunflower, spiny horse brush. .

Wildlife habitat for: X Deer X Antelope Elk Bear LSmall Mammals
= X Birds Endangered species ther reptiles and insects.

3. EFFECTS ON ENVIROKMENT SY PROPOSED ACTION:

A. Vegetation will be destroyed and soil will be disturbed on approximately
3 acres of acæss road and well site.

B. Dust and exhaust emissions will affect air quality during construction.
C. Scenic qualities will be affected.

4. ALTF.RNATIVF.S TO THE PROPOSED ACTION:

5. ADVERSE EFFECTS TILAT CANNOT LE AVOIDED:

None of the adverse af fects listed in item #3 above can be avoided iii a
practical manner. .

6. DCTERMl_NAf ION: This request act ton (dg (does not) constitute a major

Federal action significantly affecting the quality of the human environment

as to require the preparation of an environmental impact statement under

Section 102 (2)(c) of the National Environmental Policy Act of 1969 (42

U.S.C. s 4332 (2)(c).

REPRESENTATIVE: ,

BIA Represent'ative -- Date

COPY TO:
USCS, P.O. BOX 1037, Vernal, Utah 84078

USGS, Dist, Engr., Cons. Div., 8426 Federal Building., Salt Lake City, Utah

8413-8
laease 0. U-38400
úell #.



- GT.OLOGIC.AL VEY .

..-· Coriservation On•ision
E,0 federal Sullding

Salt Lake City, Utah 84138

Mr. Peter Rutledge
Area Oil Shale Supervisor roT 31980 .

Area Oil Shale Office
131 North Sixth, Suite 300 0??CEOF
Grand Junction, Colorado 81501 "

Dear Mr. Rutledge,

The Office of Oil and Gas Operations, Conservation Division, received
the attached Application for Permit to Drill, Deepen, or Plug Back

.

(Form 9-3310). -·

. .

Please review this proposal for any conflict with.an of the re-
sources in the oil shale tracts and withdrawal areas. If needed,

. . set fodh the stipulations you determine nece°ssary for adequate
protection. Please use the following space for your response (if
there is none, so state), together with date and initials of person ~

responsible and return to the Office of Oil and Gas Operations. .

U.S. Geological Survey
8440 Federal Building
325 South State Street c-

-~

Salt Lake City, Utah 84138 V 007211980
UGICAL

Belco 35-17GR October 9, 1980 -

Sec. 17, T9S,- R20E -

.

- -.

.

Proposed casing and cementing. program indicates. that cement volumes will
. . be adequate=_19 ·cover an iriterval 200.' above tjie ·uppermost hydrocarbon

zone. These.koltmes and -interval considered should be revis d, as necessary,
.

to insure protec.tian through the top of the Green River oil shale section.



Memorandum

To: District Oil and Gas Engineer, Mr. Edward Guy

From: Mining, Supervisor, Mr. Jackson H. Moffitt .

Subject: Application for Permit to Drill (form 9-331c) Federal oil and
gas lease No. /..,/-Mý¤ Well No. 3g-/?f'r-

1. The location appears potentially valuable for:

/ / strip mining*

underground mining** d // SÁ¢
/ bas no known potential.

2. The proposed area is

/ / under a Federal lease for under
the jurisdiction of this office.

/ not under a Federal lease under the jurisdiction of

3. / P

sase

r

eq

est the operator to furnish resistivity,
density, Gamma-Ray, or other appropriate electric -

Iogs covering all formations containing potentially
valuable minerals subject to the Mineral Leasing Act
of 1920.

*If location has strip mining potential:

Surface casing should be set to at least 50 feet be16w the "
lowest strip minable zone at and cemented
to surface. Upon abandonment, a 300-foot cement plug should
be set immediately below the base of the minable zone.

**If location has underground mining potential:

The minable zones should be isolated with cement from a point
100 feet below the formation to 100 feet above the formation.
Water-bearing horizons should be cemented in.1ike manner.
Except for salines or water-bearing horizons with potential
for mixing aquifers, a depth of 4,000 feet has been deemed
the lowest limit for cementing.

Signed

40GICAL



BELCO PETROLEUM COR P.
CALE /"=.5

DuCK CREEK .55 17 R
/75

RESERVE PITS

Wi F i LL
E A .6 T CFresh Water Side L This Side For Overflows

Drill ing Fluids

STA. c+DO

= O
·L

TRASH BASKET MUD TANKS PUMP DATA · S *

UNIT

r 200

E. 3

CATWALK 225 LOCAT/DN STAME

w
ART

a S -----

PIPE E

RACKS

o
+ o +o + , O /75

ci
'

" NPARKING AREA

s

STORAGE TANK FUEL TO ET TRAILER

7_S. Û E . 4 7C Or_ATION 7RAbE

TA. 4 † 2.5

Top Soil '

Stockpile -

- SOILS LITHOLOGY
--

SCALES-No Scale -

I" =50 APPROX IMATE YARDAGES
Light Brown
Sandy Clay Cubic Yards Cut -

\p
-----¯

Cubic Yards Fill



,Jp p
',3' fina

('



o ' 1' '.
.a-

' -·

ELCO ETROLEUM CORP. o
co seo LocArros

c .

.Dur.x ( RE A -#35 -/76R

S T-20

T4S
OURAY YoPo. AAAP 8"

C 35 GULF1
.

\ CON,)

BS \ yn
S cAce. - ) " = 5000 '

pr d dirt .. ......

co BEL
NB "NB 7 278



** FILE NOTATIONS**

WELLNO: -UÊÊ
Location: Sec. T. § R. JON County:

F¿Ce Prepaaed: Entered on N.I.9:

CaAd Indexed: Complet¿on Sheet:

API Numbek ÔË/A

CHECKEDBY:

Petroleum Engineer: //-( -- ja

Director:

Administrative Aide: .3- g)

APPROVALLETTER:

Bond Requixed: SuAvey Pfa.t RequÃAed:

OAdex Wo. 0.K. Rufe C-3

Rufe C-3 (c) , Topogxaphic Excep.flon - company owns ok contAols acAeage
w¿tA¿n a 660' tadiui6 og pxoposed a¿te

Lease Dea¿gnat¿on Plotted on Map

Appkoval LetteA úlx¿.tten

Hot L¿ne P.I



P.O.!¾xX No s-4

Verk, Utah 84078
Telephone Ï801)7894790

Belco Petroleum Corporation

Belco ÐNLN 9 S 10

November 4, 1980 e SLS AOM
Mr. Mike Minder
State of,Utah
Division of Oil, Gas & Mining <e \ L

1588 West North Temple
Salt Lake City, Utah 84116

RE: Unorthodox Locations
Duck Creek 31-16GR'
Duck Creek 32-17GR·
Duck Creek 33-17GR'
Duck Creek 35-17GR*

Dear Sir:

It is requested that the unorthodox locations for the subject
wells be approved. The locations are unorthodox because the topo-
graphy of the area is such that the wells cannot be drilled in a
normal location.• Belco has the Oil and Gas rights within 660' of
the proposed locations. These locations are as follows:

WELL LOCATION

Duck Creek 31-16GR 637' FWL & 2263' FSL, Section 16
T9S, R20E, Uintah County, Utah

Duck Creek 32-17GR 2204' FWL & 760' FNL, Section 17
T9S, R20E, Uintah County, Utah

Duck Creek 33-17GR 1934' FEL & 1744' FNL, Section 17
T9S, R20E, Uintah County, Utah

Duck Creek 35-17GR 767' FEL & 306' FSL, Section 17
T9S, R20E, Uintah County, Utah

Attached is a topography map showing the above locations.

Very truly yours,

BELCO PETROLEUM CORPORATION

J. C. Ball
District Engineer

Attachment

xc: file
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DEPARTMENT OF THE INTERIOR -,o, - .,,,, so

GEOLOGICAL SURVEY U-36400

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK '"""""'^"°""°anx.xxx.,

18. TYPEOrwORK
SURFACE * UTE TRIBE

DRILL DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. Tyra or wmLL

4. cATrIN OF WL ($$eþOrt 0 8 0Ët 01(Fly d ÈDHaecor$anŸewÎthany State requirements.•)
10. rlELD AND POOL, OB WILD

306' FSL & 767' FEL SEkSE1, 11.s.c.,r.,a.,x..oaar.x.
4 AND SURVEY OR ABEA

At proposed prod. zone

SAME 3ection 17, T9S, R20E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OrFICES 12. COUNTY OR PARISH 13. BTATE

Approx. 4 1/2 miles South of Ouray Uintah Utah
1 . DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE· "· 30 6 ' 40 acres .

(Also to nearest drlg. unit line, if any)
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, Fr. 529 2 · Rotafy -

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WOBE WILL START*

28.
4774' Nafnral A L '

. . JANUARY, 1981
PROPOSED CASING AND CEMENTING PROGRAM

siza or noLa siza or cASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

13" 9 5/8" 36# K-55 900' ?00 ex "G"
A 3/4' 5 1 /7" l 7# V-55 5999 ' ?00 ' above tippormact

hydrocarbon zone

- SEE ATTACHMENTS FOR:
10 POINT PROGRAM
13 POINT SURFACE USE PLAN WITH ADDITION ED
BY THE BIA
LOCATION PLAT '

LOCATION LAYOUT
TOPO MAPS A & B
BOP DESIGN
PRODUCTION FACILITIES SCHEMATIC

ONOF
OR., GAS 8<MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If prOposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and roeasured and true vertical depths. Give blowout
preventer program, if
24.

SIGNED
, C, 2311 TITLE Dictri,t Engincor ©^2" 3-10-02

(This space for Federal or State ofBee use)

PERMITNO APPROV4T DATE
r

-

^

FOR E. W. GUYNN -

. 4
DISTRICT ENGINEER A

APPROVED BY TITLE DATE

CONDITIONS OF AFPROVAL, IF ANY:

CONDITIONSOF APPROVALATTACHED =

TO OPERATOR'SCOP l'LARINGOR VENTINGOF
NOTICE OF APPROVAL *SeeInsuosions On ReveneSide EED

/1



November 18, 1980

Belco Petroleum Corporation
P. O. Box X
Vernal, Utah 84078

Re: Well No. Duck Creek 35-17GR
Sec. 17, T. 98, R. 20E
Uintah County, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regulations and Rules of
Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Porm OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-30812.

Sincerely,

DIVISION OF OIL, GAS, AND MINING

Michael T. Minder
Petroleum Engineer

/ka
cc:



NOTICE OF SPUD

Caller:

Phone:

Well Number: - '? (GA2,

Location: SEst /7 ýT- 20 E
County: State g),
Lease Number: ()

Lease Expiration Date:

Unit Name (If Applicable):

Date & Time Spudded: §- g/ / t?? .

Dry Hole Spudde

Details of Spud (Hole, Casing, Cement, etc.) //

Rotary Rig Name & Number:

Approximate Date Rotary Moves In:

F 0 LL 0 W W I TH SUNDRY NOT I CE

Call Received By: ) "/ff
Date:



July 27, 1981

Belco Development Corporation
P. O. Box "I"
Vernal, Utah 84078

Re: Well No. Duck Creek 35-17GR
See. 17, T. 98, R. 20E
Uintah County, Utah

Gentlemen:

This letter is to advise you that the Well Completion or Recompletion Report
and Log for the above mentioned well is due and has not been filed with this
office as reqqired by our ruled and regulatione.

Please complete the enclosed Form þGC-3, in duplicate, and forward them go
this of fice sa soon as possible.

Thank you for your cooperation relative to the above.

Very truly yours,

DIVIS OF OIL, GAS, AND MINING

8
Clerk-Typist

/La



SCOTT M. MATHESON OIL, GAS, AND MINING BOARD
Governor

CHARLESR.HENDERSON
GORDON E. HARMSTON STATE OF UTAH Chairman

E×ecutive Director
DEPARTMENTOFNATURALRESOURCESNATURAL RESOURCES JOHNL.BELL

DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN
THADISW.BOXCLEON B. FEIGHT 1588 West North Temple MAXILIAN A. FARBMANDirector Salt Lake City, Utah 84116 EDWARD T. BECK

(801)531·5771 E.STEELEMclNTYRE

July 27, 1981

Belco Development Corporation
P. O. Box "X"
Vernal, Utah 84078

Re: Well No. Duck Creek 35-17GR

Sec. 17, T. 95, R. 20E
Uintah County, Utab

Gentlemen:

This letter is to advise you that the Well Completion or Recompletion Report
and Log for the above mentioned well is due and has not been filed with this
office as required by our rules and regulations.

Please complete the enclosed Form OGC-3, in duplicate, and forward them to
this office as soon as possible.

Thank you for your cooperation relative to the above.

Very truly yours,

DIVIS N OF OIL, GAS, AND E NING

S ndy
C erk-Typist

/lm
Enclosures



DIVISIŒOFOILGASANDMINING

PLUGGINGPROGRAM

MAMEOF00MPANY:* ° Jerry Ball 789-0790

WELLNAME: Duck Creek 35-17 (Fed.)

SECTION 17 TOWNSHIP 96 RANGE 20E ÛDUNTY Uintat

VERBALAPPROVALGIVENTO PLUGANDABOVEREFERREDTO WELLIN THE FOLLOWINGMANNER:

TOTALDEPTH: 5005'

CASINGPROGRAM: FORMATIONTOPS:
9 5/8" @ 200' cement to surface Uintah- surface

Green River- 1773-5005'8 3/4" openhole (in gage)
.

Shows: 4801 and 4070' (SSO)

PLUGSSETASFOLLDWS:
1) 3500-3700'

, Place 10.6#, 39 vis..fresh water gel based2) 2000-2200'
mud; erect regulation dryhole marker;3) 900-1100'
clean up, grade and restore the loca-4) 150-250'
tion;5) 50'-surface

DJJGl21981
QA 6-10-81 OELËÊEL n

VERNAL,



Vemal, Utah 84078
Telephone (801) 789-0790

Belco Development Corporation

Belco 4
August 18, 1981

Ms. Sandy Bates
State of Utah-Dep't of Natural Resources
Division of Oil, Gas and Mining
1588 West North Temple
Salt Lake City, Utah 84116

Re: Duck Creek 35-17GR
Sec. 17, T9S, R20E
Uintah County, Utah

Dear Ms. Bates,

In response to your letter of July 27, 1981, requesting the Well
Completion report for the subject well, I am enclosing the State
of Utah approved copies of the plugging and abandonment of said
well. When the well is plugged after drilling, it is not completed,
therefore a Completion Report is null and void.

Very truly yours,

nie Nel n
or J. C. all

District Engineer

Enclosures

xc:



Form 331 Form Approved.
Dec. 1973 Budget Bureau No.42-RI424

UNITbtf STATES 5. LEAN .'
DEPARTMENTOF THE INTERIOR U-38400

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME
UTE TRIBE .SURFACE . -

SUNDRY NOTICESAND REPORTS LLS 7. UNITAGREEMENT AMI

(Do not use this form for proposals to drill or to deepen or pl 9 a different
reservoir. Use Form 9-331-C for such proposais.) ,*

¿þ RM OR LEASE ÑÃME

1. oil gas UCK CRËE -

e

well well other
, WELL NO. = - S

2. NAME OF OPERATOR ca 35-17GR ir e
BELCO DEVELOPMENT CORP N 0. FIELD OR WILDCÄT NAME

3. ADDRESS OF OPERATOR ,
- DUCK CREFK

P. O. BOX X, VERNAL, UTAH 4078 Ò 11. SEC., T., R., Ñ\.,OR BLK. AND SU VEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA <r

below.) SEC. 17, T98, R20E
AT SURFACE: 306 ' FSL & 767 ' FEL SE¼SE¼ 12. COUNTY OR PARISH 13, STÀTE
AT TOP PROD. INTERVAL: N/A UTNTAH l ÙTAHAT TOTAL DEPTH: N/A 14. API NO. -

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 4 3-047-- É2
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB ND W

4774 ' GL
REQUEST FOR APPROVALTO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE O O
REPAIR WELL (NOTE: Report results of ultipi com et r er zone
PULL OR ALTER CASING change on Form 9--330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)* :..a

.
= ..

oc

Verbal approval to P & A this well was received froin Mr. Raffóul
w/USGS/SLC and Mr. Minder of the Department of NaÏ¯ü l Reso ce).

6 pluè)s were set as follows: 4688-4488 ' sx bl "G"
4205-4000 ' 80 sx class "G"
3722-3522' lÕO sx ciËÊs "G"
2190-1990 ' 100 sx c As "G"
1102-992' 100 sx class "G"

267--167' - 50 sx class "G"

Surface plug will be set and dry hole marker installe nd
location cleaned up when rig moves off.
Will notify BLM 24 hrs prior to reseedina & habilita ion of
location.

Subsurface Safety Valve: Manu. and Type Set -
- Ft.

18. I her y ce t the foregoing is true and correct

SIGNED
. Scil TITLE DiStrict Enginqq 6 1 -8

(This space for Federal or S

APPROVED BY TITLE DATE
co,«.

. ,
vBYTRE STATE

OF UTAHOMS10N OF L2 8 1981
OIL, GAS. MINING BELC

DATE: =••'ostr==6°"so""•·•¾•g E/ELO MENT
BY -

L,



Form OGC-3 SUBMIT IN DUPLh i

STATE OFWAH (See other instructierar -

on reverse side)
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 0. LEABB DESIGNATION AND SERIAL NO.

U-38400
0. IF INDIAN, ALLOTTBE OR TRIBE NAME

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG *

UTE TRIBE SURFACE
1a. TYPE OF WELL: O

L I.L DRT Other Î. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: DUCK CREEK UNIT
VE L

OWORRK EP- O MO "'EB R.O Other 8. FAnx om LEAan NAME

2. NAME OF OPERATOR

BELCO DEVELOPMENT CORPORATION 9. WELL NO.

a. ADDRESS OF OPERATOR 35-17GR
P.O. BOX X VERNAL , UTAH 84078 10. FIELD AND POOL, Om WILDCAT

4. LOCATION OF WELL (Report location clearly and in eccordance soith any State requirementa)*
Atsurfac. 306' FSL & 767' FEL (SEh/SE() 11.are.,2....,M.,0BBLOCKANDSURVEY

OR ARBA

At top prog. interval reported below N/ A
At total depth N/A Sec 17, T9S, R20E

14. PERMIT NO. DATE ISSLED 12. COUNTT ÄR 18. BTATE
PARIBM

3-047-3nA12 11-6-80 UTNT\H UTAH
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ñ€ØdgiO pf0d.) 18. ELEVATIONS (Dr. REB, RT, GE, ETC.)e 19. ELET. CASINGREAD

5-27-81 I 6-9-81 N/A I 4768' Prep GL 4768'
20. TorAL DEFrx, MD A TVD 21. PLUG, BACK T.D., MD & TVD 22. IF 8tPLTIPLE COMPL., 2 INTEgx 80TABI TOOLS CABLE TOOLB

HOW MANT*

5006' 0 ' ALL NONE
24. PRODUCING INTERVAL(8), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD A 25. WAS DIRECTIONAL

SURVET MADE

N/ A NO

NG RECORD (Report an string, NW NU

NELL CORED

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIE= U L,GAS8FMMN a.co.. AMOUNT PULLED

9 5/8" 36# 184' 12¼" 200 sx class "G" cmt NONE

29. LINER RECORD 30. TUBING RECORD
azzz Tor (un) BOTTox (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTE BET (MD) PACEEE BET (MD)

N/ A N/A

Š1. PERFORATION RECORD (ÌnfervaÎ,tird GRÊ WWW Br) 82. ACID, SHOT. FRACTURE, CEMENT SQUEEZE, ETC.
DEPTB INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

N/A N/A

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FloWing, gas lift, pumping--tise 6¾d type of pump) WELL STATUS (Producing or

aAut-in)

P & A
DATE OF TEST HOURB TESTED CHOEE BIEE PROD'N. FOR OIL-BÉL. CAS--MCF. WATER-BBL. GAB-OIL BATIO

TEST PERIOD

FLOW. TURING FR-88. CASING PRESSURE CALCULATED OIL-BBL. GAS---MCF. WATER---BBL. OIL ORATITT-API (CORE.)
24-Hous BATE

- I \ \
34. DISPOSITION OF GAs (Bold, used for fuel, vented, etc.) Tzat WITNasazo BT

35. LlaT or ATTacammNTs

30. I hereby eer t t and attached information is complete and correct as determinEedfrom all available recordSEPT

1'(, 198 1
*(SeeInstructionsand Spacesfor Additional Data on Reverse
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